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Installation Instructions
JLTCoil Cover kit for 2011-2014 F150 5.0. (COC-F150-11)

,

Thank you for purchasing our product. We hope you are satisfied with the look and performance.
Take your time and it will be a smooth install.

Step# Please review complete instructions prior to installing.

1 Verify you have all of the following parts included in the kit:
(1) Left and right coil covers (6) Rubber grommets (1) Allen wrench for install of bolts (6) Bolts

2 Install grommets into valve covers, take your time to ensure you do not damage the covers

3 Installing the bolts.
Your valve cover has 3 empty holes per side where these bolts go on the Mustang 5.0 Models.  Start the
first thread of the bolt by hand.  Ensure the bolt is going in straight and not at an angle.  Once the bolt is
started use the supplied 5mm allen wrench to install the bolt the rest of the way.  The bolt will bottom out
and stop turning easily.  DO NOT OVER TIGHTEN THESE BOLTS, DAMAGE WILL OCCUR TO VALVE COVER!

4 Once you have all 6 bolts installed we can start to install the covers.
Driver side: you need to remove the PCV hose at the front of the valve cover.  Do this by pulling the grey
tab outward and then pulling the line straight up.  Install the coil cover with both hands and apply pressure
once you feel the bolts hit the rubber grommets.  Once the cover is seated reinstall the PCV hose.

Passenger side:  Remove the PCV line and oil cap to complete install, once coil cover is installed reinstall
PCV line and oil cap.  There is a harness that runs along the top of the cover on this side, you may need to
adjust the harness to ensure it doesn't rub on the coil cover.

Scan QR Code with
your smart phone for
video instructions.
Video can also be viewed on our
website. See product details.
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5 Now the job is complete!
You can clean your coil covers the same way you would clean the exterior of the vehicle with products made
for cleaning painted surfaces

Thank you for your business.  If you have any questions, please e-mail Jay@JLTtruecoldair.com or call
757-335-1940.  Our hours are Monday-Friday. 8:00am – 5:00pm Eastern Time.

Warranty:  JLT Performance Inc. will repair or replace any part of their product found upon our inspection to be defective in workmanship or material
within 1 year from the purchase date for the original purchaser.
Disclaimer:  JLT Performance Inc. makes no warranties whatsoever, expressed or implied, oral or written to any purchasers, except the warranty
above. JLT Performance Inc. hereby specifically excludes from any implied warranty of merchantability or implied warranty of incidental, secondary, or
consequential damages of any kind whatsoever. All purchasers and users of products manufactured by JLT Performance Inc. agree to hold harmless and
indemnify JLT Performance Inc. from any and all claims arising from their use. Failure to receive notice of any or the limitations contained in this
disclaimer shall not serve to extend liability to JLT Performance Inc. for any claims arising out of use of its products.
Custom Paint Disclaimer:  All custom paint jobs are done by JLT Performance Inc. Every job is different and done by hand. By ordering a custom
paint job, you accept this fact and cannot hold JLT Performance liable for the end result not being exactly what you had in your mind.
Return Policy: All returns will be subject to a 10%-25% restocking fee.  Air Filters will not be accepted for return unless they are in original plastic
sealed bag.  Please visit www.JLTtruecoldair.com for complete return policy.


