
IMPORTANT PLEASE READ 
Wet Decal Installation Instructions 

Installing decals is not a difficult task, but it is very important that you take your time and work slowly. Rushing 
the process can ruin the decal. Read instructions fully before beginning the installation process. Once the final step 
of installation is completed, the decal cannot be repositioned.  

Pre-Installation: 
It’s very important to thoroughly clean the surface removing all dirt, wax and oils. We suggest cleaning with a small 
amount of rubbing alcohol, do not use windex. Try not to install the decal in direct sunlight or in temperatures 
below 40 degrees. If too cold, it is recommended to warm the installation area before application of the decal. 

Tools Required: 

 The supplied MPT decal

 A mixture of 1 cup water and 1-2 drops soap, spray bottle works best if available.

 A squeegee, credit card or id.

Installation Instructions for “Wet with No Transfer Paper Method”: 

1. Lay the decal and wax paper on a flat surface, and then slowly peel back the decal from the wax paper.
While peeling spray the sticky side of the decal with your mixture of soap and water. Be careful not to
stretch the decal by pulling too hard or too fast.

2. Soak the target installation area with your mixture. If there is a dry spot, the decal will stick pre-
maturely and you will not be able to work it into place.

3. Avoiding wrinkles and folds, softly lay the decal flat into place; don’t worry too much about it being
exact on initial placement.

4. Using your fingers, guide the decal into place with the body lines of the vehicle.
5. When satisfied with location, slowly work the water out with your fingers starting from the middle and

going towards the edges. Be careful to not push the decal out of location; holding with one hand and
squeegee with the other hand works best.

6. Last step is to squeegee slightly firmer. Making sure all water is out, and a proper seal has been
established between the decal and the vehicle. Be careful that the item you are using to squeegee does
not scratch the surface of the decal. A piece of packaging tape on the edge of a credit card will assist in
scratch prevention.

Do not hit the decal directly with a pressure washer; avoid washing for at least 24 hours after installation. 

MPT is not responsible for decals damaged during installation, all decals are Non-Refundable.  

This is a very easy task, but if you are unsure of your abilities to complete successfully we recommend having a 
professional install it for you.  
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